








1. Lamps should be mounted in the desired location on the snowplow frame ensuring that the snowplow lamp beams are not obstructed by any portion of the plow or vehicle.

2. WIRING INSTALLATION - Refer to diagram
NOTE: Prior to lamp/hamess assembly, please apply provided lithium grease to snowplow lamp plugs on under hood harness, ensuring all connections are thoroughly covered.
NOTE: Neglecting to grease plugs will drastically reduce operating life of plow lamps/harness and will void manufacturers warranty.

a) Disconnect left and right head lamp connections on vehicle.

b) Plug in both sealed beam connectors from new AEM wiring harmess to vehicle headlamps.
NOTE: Six wire female connectors must be installed on the left side vehicle head lamp.

¢) Connect wiring harness 3 prong plug into female connector which was removed from left hand vehicle head lamp, i.¢.; into vehicle harness.

d) Referring to wiring diagram, complete wiring connections of turn signal and parking lights to vehicle's electrical lighting system using Quick-Splice connectors included in
bagged parts.

¢) Drill a ;" diameter hole in the firewall at the most convenient location. Insert rubber grommet in the drilled hole to protect wire insulation.

f) Pull AEM wire harness through firewall from the engine compartment into the cab.

g) Referring to wiring diagram, connect 6 female tab connectors on end of harness to toggle switch.

h) Select suitable location on dash to mount the toggle switch and drill a'¥%," diameter hole through the dashboard.

i) Apply switch identification label to dash by removing protective backing from label and pressing label over switch hole. Make sur.

PART NO.  DESCRIPTION ~ APPLICATION
76-7027 4 beam system Adapts standard 2 beam systems
conversion kit emplaying the retro—fit plug—in
harness system. Sealed beams 4651,
4852, H4651, HA656, HAG62
76-7029  Ford truck For use on late model trucks
conversion kit employing 9007 QZ Halogen
headiamp bulbs LEGEND:
Dotted line indicates existing wire
76-7030  GMC/Chev For use on late model trucks Solid line indicates lamp kit wiring TOGGLE SWITCH
conversion kit ~ employing the low profile 4 beam (TOGGLE IN UPWARD POSITION)
headlamp system. Sealed beams
HATO1 & H4703 RED PLOW (7 % BLACK PLOW
76-7031  GMC/Chev For use on late model trucks WHITE BLUE
conversion kit  emplaying 4 beam composite L D |:|—
systems. Bub s 9005 & 9006 RIGHT SIDE HI BEAM LOW BEAM
BROWN
76-7032  Dodge truck  For use on late model trucks /ER = \ ,
conversion kit~ employing 2 beam system. Sealed TRUCK—] TRUCK
beam HPB545 (2E1) %
76-704  Ford/Dodge  For use on late model trucks 4
truck employing 9004 QZ Halogen &S
conversion kit headiamp bulbs s
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