








1. Lamps should be mounted in the desired location on the snow plow frame ensuring that the snow plow lamps beams are not obstructed by any portion of the plow or vehicle.

2. WIRING INSTALLATION - Refer to diagram
NOTE: Prior to lamp/harness assembly, please apply provided lithium grease to snowplow lamp plugs on under hood harness, ensuring all connections are thoroughly covered.
NOTE: Neglecting to grease plugs will drastically reduce operating life of plow lamps/harness and will void manufacturers warranty.

a) Plug lamp adapter leads from conversion kit 767051 into sealed beam connectors on AEM wiring harness (800029).

b) Plug lamp adapter leads to existing vehicle's headlamp bulbs (employing sealed beams #H4651, #H4656, #H4662, #4651, and #4652.).

¢) Connect haress power connection (supplied in conversion kit AEM #767031) to 3 prong plug on AEM wiring harness (right hand and left hand side).

d) Plug harness power connection into female (3 contact) connector which as removed from left hand side vehicle headlamp, ie; into vehicle wiring harness. Repeat for right hand side.

Note: The two contact OEM female connector is not reused.

¢) Referring to wiring diagram, complete wiring connections of tumn signal and parking lights to vehicle's electrical lighting system using Quic<

LEGEND:
Dotted line indicates existing wire
Solid line indicates lamp kit wiring

RIGHT SIDE
PLUG INTO FEMALE CONNECTOR
THAT WAS REMOVED FROM RIGHT
VEHICLE. HEADLAMP Ry,
Y
]
e PARK (YELLOW)
DISTNG  SySTEW LIGHT LSV PLUG INTO 3 CONTACT FEMALE
HEAD = 6~ CONNECTOR THAT WAS REMOVED
o LAWPS p! FROM LEFT VEHICLE HEAD LAWP
[ NS RN
RN RIGHT (BLUE) P
SR By | e
WO T EXSTING PARK 225
N2V M TR 2 (= — =
NEW SNOW PLOW LAWP WP HARNESS POWER CONNECTION
oy 4 BEAM SYSTEM
S N/ Iy LAWP ADAPTER /
® W WL Y LEAD 4 BEA Y
TS PARK (YELLOW)
NN Y S °” LIGHT
EXISTING W _' Y A e,
HEAD =7 Y /77 LEFT (BLUE)
LAMPS N TURN
s 7
>
.." &?/ H
< EXISTNG PARK ¥
) AND TURN I
R LAWP
\
©  NEW SNOW PLOW LAWP
© INUINE SPLICE

4 PLACES



