











1. Lamps should be mounted in the desired location on the snowplow frame ensuring that the snow plow lamyp beams are not obstructed by any portion of the plow or vehicle.

2. WIRING INSTALLATION - Refer to diagram

NOTE: Prior to lamp/harness assembly, please apply provided lithium grease to snowplow lamp plugs on under hood harness, ensuring all connections are thoroughly covered.
NOTE: Neglecting to grease plugs will drastically reduce operating life of plow lamps/harness and will void manufacturers warranty.
a) Plug lamp adapter leads from conversion kit 767054 into sealed beam connectors on AEM wiring harness (800029).
b) Plug lamp adapter leads in to existing vehicle's head lamp ensuring correct high and low sealed beam connections (sealed beam No. H9005 and H9006).
¢) Connect harness power connection (supplied in conversion kit AEM # 767054) to 3 prong plug on AEM wiring harness (right hand and left hand sides).
d) Plug harness power connections into female connectors which were removed from the left hand side and vehicle head lamps, i.e.; into vehicle wiring harness. Ensure correct high and low

beam harness connections. Repeat for right hand side.

¢) Referring to wiring diagram, complete wiring connections of turn signal and parking lights to vehicle's electrical lighting system using Quick-Splice connectors included in bagged parts.
f) Drill a /" diameter hole in the firewall at the most convenient location. Insert rubbet

LEGEND:
Dotted line indicates existing wire
Solid line indicates lamp kit wiring
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